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A droplet placed on a hydrophilic conical fiber tends to move toward the end of larger radii

due to capillary action. Experimental investigations are performed to explore the dynam-

ics of droplets with varying viscosities and volumes on different fibers at the microscale.

Droplets are found to accelerate initially and subsequently decelerate during migration.

A dynamic model is developed to capture dynamics of the droplet migration, addressing

the limitations of previous equilibrium-based scaling laws. Both experimental results and

theoretical predictions indicate that droplets on more divergent fibers experience a longer

acceleration phase. Additionally, gravitational effects are pronounced on fibers with small

cone angles, exerting a substantial influence on droplet migration even below the capillary

scale. Moreover, droplets move more slowly on dry fibers compared to those prewetted

with the same liquid, primarily attributed to the increased friction. The experiments reveal

the formation of a residual liquid film after droplet migration on dry fibers, leading to con-

siderable volume loss in the droplets. To encompass the intricacies of migration on dry

fibers, the model is refined to incorporate a higher friction coefficient and variable droplet

volumes, providing a more comprehensive depiction of the underlying physics.
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I. INTRODUCTION

Droplets moving on fibers are ubiquitous in both nature and industry. Nature has ingeniously

utilized fiber structures for various functions. For instance, spider silk fibers form periodic spindle-

knots that capture and transport dew in humid air1, while cacti collect droplets using their multi-

structural spines2. Conversely, fibers in the legs of water striders facilitate the self-removal of

condensing water, preventing a significant risk for the creature3. Drawing inspiration from nature,

researchers have designed fibers with conical shapes, gradient microchannels, and circular grooves

to achieve ultrafast, long-distance droplet transport4. In the realm of additive manufacturing, pre-

cise control of droplets on fibers is also critical for effective fabrication of metallic structures,

especially in challenging environments such as space5,6.

The dynamics of droplets has been found to be affected by various physical factors, each adding

layers of complexity to the system. For example, both perfectly and partially wetting droplets over

the capillary scale can slide on a tilted fiber7,8. When the tilted fiber undergoes vertically oscillat-

ing, droplets exhibit dynamic modes such as pumping, vibrating, and swinging9. Recent work has

also demonstrated that under evaporative conditions, the internal dynamics of droplets on fibers

differ significantly from those on flat surfaces, resulting in more uniform particle deposition10.

Additionally, in the presence of transverse wind, multiple droplets on horizontal fibers can move

while experiencing strong repulsive interactions, driven by the asymmetric wakes generated be-

hind them11. Beyond these external influences, droplet motion can also be driven by substrate

asymmetry. Variations in hydrophilicity, for example, cause droplets to migrate toward regions

with higher wettability12,13. Similarly, microstructures on the substrate can alter the contact angle

and surface energy, or create a liquid film that facilitates faster sliding14–16.

While numerous mechanisms contribute to droplet migration on a fiber, capillary forces aris-

ing from curvature gradients are often the dominant drivers, especially for microscale droplets.

A classic example of this phenomenon is observed on conical fibers. The earliest investigations

for a single droplet on a fiber date back nearly five decades, when Carroll found that droplets on

thin cylindrical fibers adopt an equilibrium conformation, fully covering the fiber axisymmetri-

cally, known as the barrel droplet17. Carroll further developed a theoretical framework for barrel

droplets, assuming constant surface curvature18. Subsequent investigations by Lorenceau and

Quéré examined droplet movement on a copper cone with a fixed angle at submillimeter scales,

revealing that droplets migrate toward regions of larger radii at decreasing velocities19. They iden-
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tified the gradient of Laplace pressure, or capillary force, as the primary driving force, with resis-

tance mainly attributed to global viscous dissipation, leading to a velocity scaling law based on

the balance of these forces. Li and Thoroddsen further refined this understanding through experi-

ments on microscale glass fibers, extending the scaling laws across different dissipation regimes20.

Recent studies have also established additional scaling laws derived from extensive experimental

investigations21,22. Meanwhile modeling of droplet profiles on conical fibers has been advanced

through detailed analyses of surface energy23,24. However, conventional models often approxi-

mate droplet shapes and overlook intricate deformations during migration, which may limit the

precision of scaling laws for long-distance droplet movement. To address these limitations, Chan

et al. developed a lubrication model to elucidate the prolonged evolution of droplet migration on

conical fibers with matched asymptotic expansions25. Their model highlights the mismatch be-

tween apparent and equilibrium contact angles, which generates a large pressure gradient at the

contact line region. They also demonstrated that the thickness of deposited films on prewetted

conical fibers varies significantly with fiber radius, droplet size and silp length26,27.

Notably, prior studies have primarily focused on fibers covered by prewet films, often simpli-

fying them as cones with fixed angles. However, real-world fibers frequently encounter dry condi-

tions and exhibit curvature gradients, which profoundly influence the dynamics of droplet migra-

tion. Additionally, though earlier experimental findings have validated various scaling laws19–22,

they have not been systematically compared with theoretical models to assess the long-term evo-

lution of droplet migration. These unresolved issues collectively motivate the current study.

This study presents a combined experimental and theoretical investigation into the migration

of barrel-shaped droplets on conical fibers with varying curved profiles, examining both wet and

dry fiber surfaces. A dynamic model is developed to characterize long-distance movements and

elucidate the underlying physics governing this migration. In Sec. II, we present the experimental

settings including fiber production, droplet generation and data capturing. The theoretical model

consisting of capillary and viscous forces is introduced in Sec. III. Both experimental and theo-

retical results are displayed in Sec. IV, while the dynamic model is firstly verified in Sec. IV A.

The effects of fiber shapes and gravity are explored in Sec. IV B and Sec. IV C respectively. The

influence of dry/wet fibers is discussed in Sec. IV D.
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FIG. 1. Sketch of the experimental system. The detailed droplet generation on a conical fiber is highlighted

within the red dotted box. Liquid flows through the catheter into a larger end of the hollow fiber under

pressure from a connected syringe, accumulating at the tip of the fiber. When the pressure is released, the

droplet detaches from the tip and migrates towards the thicker end of the fiber due to the curvature gradient.

II. EXPERIMENT SETUP

The conical microfibers are produced by heating and pulling glass capillaries (Borosilicate

Glass, 1.5 mm outer diameter, 0.86 mm inner diameter and 10 cm length, Sutter Instrument) using

a micropipette puller (P-1000 Pipette Puller, Sutter Instrument). The capillary tube is divided

into two symmetrical parts with conical tips, and broken at the desired position by the edge of a

coverslip on a microscope stage. The puller settings ensure precise control over the shapes of the

conical tubes. In our experiments, the typical conical fiber has a diverging shape with a starting

radius ∼ 10 µm and expanding to ∼ 100 µm over a length of ∼ 5mm, and an increasing cone semi-

angle from ∼ 0.005rad to ∼ 0.05rad. The pulled fibers have a roughness of a few nanometers due

to heating-induced polishing, which is considered smooth for droplet motion20. The surface can

be wetted by droplets of silicone oil (Dow Corning, 10 - 1000 cSt).

Figure 1 shows the droplet generation process. When the syringe is pushed, liquid is injected

into a glass tube through a catheter and exits through the opening tip, forming a growing droplet

attached to the outer glass wall. As continuous injection pressure is applied, the droplet remains

at the tip, increasing in volume. Once the pressure is halted, the droplet detaches from the tip
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due to the influence of curvature gradient and begins to migrate. This process occurs over several

seconds, producing droplets with volumes ranging from 0.1 to 100nL. When a droplet migrates

along a dry fiber, it deposits a thin liquid film several micrometers thick at the receding contact

line. After one or two droplet movements, the fiber becomes prewetted with a stable film, which

maintains a nearly constant droplet volume during subsequent migrations. Detailed investigations

are presented in Sec. IV D.

Images of droplet migration are captured by a high-speed camera (Photron Nova S16) at rates

up to 1000 fps and a resolution of 256× 1024 pixels, with backlighting through a diffuser. The

profiles of the droplet-fiber system during migration are measured using a brightness threshold and

edge capturing function in MATLAB, with an accuracy of ∼ ±1 µm. Geometrical parameters,

such as droplet volume Ω and centriod position zc, are determined by comparing video frames

with initial reference images captured prior to droplet deposition.

III. DYNAMIC MODEL

Consider an axisymmetric droplet on a smooth conical fiber (Fig. 2). For small cone angles, the

droplet assumes a barrel shape over extended distances. The driving forces arise primarily from

capillary forces due to variations in fiber radius and angle, while viscous dissipation providing

resistance. The droplet profile is denoted by h(z), with [z1,r f (z1)] and [z2,r f (z2)] representing the

receding and advancing contact lines respectively. Additional parameters describing the droplet-

fiber system include H for the maximal droplet thickness at position zm, L for the droplet length,

α = dr f /dz for the fiber semi-angle, and θ for the receding contact angle. The characteristic

length of the droplet is defined as R0 =
3
√

3Ω/4π . Note that droplets are not perfectly spherical, so

R0 represents “equivalent" radius. In our experiments R0 ranges from 30 to 300 µm. All physical

quantities are expressed in the International System of Units, with length measured in micrometers,

time in seconds, and mass in kilograms. Given the low capillary number Ca ∼ O(10−3) and

Reynolds number Re ∼ O(10−4 - 10−2), internal flow effects are negligible. Thus the model of

droplet motion is governed by Newton’s law:

ρΩ
dV
dt

= Fc −Fv ±ρgΩ, (1)

where ρ is the density of the liquid, V is the axial velocity of the droplet centroid, Fc is the capillary

force, Fv is the viscous force and g is the gravitational acceleration, which depends on the fiber

orientation.
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FIG. 2. Schematic of droplet migration on a conical fiber.

A. Capillary force

The capillary force Fc is derived from the gradient of the Laplace pressure p within the droplet

at different positions along the fiber, acting as the driving force, expressed as

Fc =
d p
dzc

Ω, (2)

where zc is the axial position of the droplet centroid. For a droplet at an arbitrary position on the

fiber, p can be modeled by the Laplace equation28

p = σ

[
1

h(1+h′2)1/2 −
h′′

(1+h′2)3/2

]
= constant, (3)

where σ is the liquid surface tension and the prime denotes differentiation with respect to z. This

yields an ordinary differential equation for h with respect to z. Based on the schematic in Fig. 2,

the boundary conditions are h = r1,h′ = tan(α1 +θ) at z = z1 and h = H,h′ = 0 at z = zm. Here,

α1 and r1 are the fiber angle and radius at z = z1 respectively. Additionally, we assume θ = 0 since

the receding contact line is always covered by a thin film in our experiment. After substituting the

boundary conditions, Eq. (3) simplifies to

dh
dz

=±

√
(H2 −h2)(h2 −β 2r2

1)

h2 +β r1H
, where β =

H cos(α1 +θ)− r1

H − r1 cos(α1 +θ)
. (4)

The sign is positive before the highest point z = zm and negative subsequently. Solving Eq. (4)

yields the final implicit solution29, expressed as

β r1F(ϕ,k)+HE(ϕ,k)−|z− zm|= 0 , (5)

6



where

ϕ = arcsin

√
H2 −h2

H2 −β 2r2
1
, k =

√
H2 −β 2r2

1
H2 .

Here F(ϕ,k) and E(ϕ,k) are the first and second elliptic integrals respectively,

F(ϕ,k) =
∫

ϕ

0
dφ/

√
1− k2 sin2

φ , E(ϕ,k) =
∫

ϕ

0

√
1− k2 sin2

φ dφ . (6)

Additionally, H is determined by the initial droplet volume Ω. Once the fiber shape r f (z), the

droplet volume Ω, and the left edge z1 are specified, the droplet profile h(z) and the Laplace

pressure p are determined. The centroid zc of the droplet is then determined by

zc =
∫ z2

z1

2π(h2 − r2
f )zdz/Ω . (7)

Calculating p at each zc gives us the capillary force Fc.

B. Viscous force

The resistance Fv to the droplet motion arises primarily from viscous drag near the contact line

at a mesoscopic scale, calculated as

Fv =
∫ z2

z1

2πr f τdz, (8)

where τ is the shear stress at the contact area between the droplet and the fiber. According to Huh

and Scriven’s hydrodynamic model30, for two dimensional steady flow in a liquid wedge with an

incline angle θw and velocity V , the shear stress is approximated as τ = 3µV/zwθw. Here zw is

the distance to the three-phase contact line, and µ is the liquid viscosity. The droplet on a fiber is

considered as two axisymmetric wedges, each with a length of L/2 and angle θw ≈ 2(H − r f )/L.

Therefore, the viscous resistance Fv according to Eq. (8) is expressed as

Fv = 2
∫ L/2

lmin

2πr f
3µV
zwθw

dzw =Cvµr f
L

H − r f
V, (9)

where lmin is a cutoff length introduced to aviod the logarithmic divergence31, and Cv = 6π ln(L/2lmin)

is a dimensionless friction coefficient. Since the resistance can vary depending on the specific liq-

uid and surface combination in the case of dynamic wetting32, the coefficient is usually determined

via experiments.

After calculating Fc and Fv, Eq. (1) can be solved (with initial position z0 and velocity V0) using

the solver ode45 in MATLAB to provide the dynamics of droplet migration.
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IV. RESULTS AND DISCUSSION

In this section, the experimental results are presented to explore the dynamics of droplets with

different viscosities and volumes on various fibers. Additionally, we utilize our dynamic model to

predict droplet migration on conical fibers, demonstrating how different physical factors influence

droplet behavior. We begin by validating the dynamic model against experimental data using

silicone oil droplets of differing velocities in Sec. IV A. Subsequently, we explore the impacts of

fiber shapes in Sec. IV B and gravitational effects in Sec. IV C. The condition of fiber wetness is

discussed in Sec. IV D.

A. Model verification

Experimental snapshots during droplet migration on a prewetted horizontal fiber are shown

in Fig. 3(a). The droplet moves towards the thicker end, transitioning from a near-spherical to a

flattened shape.

Quantitative analysis of droplet velocity evolution V (z) is presented in Fig. 3(b), revealing dis-

tinct phases of acceleration and deceleration. By fitting Cv = 25 using Eq. (1), theoretical shapes

and velocity evolution derived by the model closely match experimental observations, as depicted

in Fig. 3(a,b). Additionally, Fig. 3(c) compares the capillary force Fc and viscous drag Fv predicted

by the dynamic model. Despite both forces increasing nearly to equilibrium during migration, the

slight deviation Ftotal = Fc −Fv leads to significant variations in velocity.

We also compare our model with the scaling laws proposed by Li and Thoroddsen20, Fournier

et al.21, and Van Hulle et al.22, which balance capillary and viscous forces while neglecting grav-

itational effects. For the parameters in our experiment, these laws are expressed as follows:

V ∼ ασ

µ

H − r f

L
Ω

r f (r f +R0)2 , V ∼ σ

µ

dr f

dz
H
r f

and V ∼ σ

µ

Ω2/3

r2
f

.

Figure 4 illustrates that these scaling laws align only with the maximum point of experimental re-

sults, while our dynamic model effectively captures the extended migration dynamics of droplets.

This highlights the model’s ability to surpass limitations inherent in the equilibrium assumption of

scaling laws. Additionally, significant differences are observed with different droplet sizes R0 (see

more discussion in Appendix A).

Since complicated factors such as the slip interface, thermal activation and surface adaptation
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FIG. 3. (a) Images of a 10 cSt silicone oil droplet migrating on a horizontal conical fiber. Red dashed

lines represent the droplet shapes predicted by the theoretical model. (b) Velocity of the droplet obtained

from experiment (hollow circles) and dynamic model (solid line). (c) Capillary force Fc (blue dashed

line), viscous force Fv (red dotted line) and total force Ftotal (black solid line) acting on the droplet during

migration. Insets highlight detailed distinctions. The initial droplet radius R0 = 175 µm. Scale bar: 500 µm.

are involved in viscous dissipation, determining the friction coefficient Cv is crucial for further

investigations. We conduct experiments using silicone oil with different viscosities, and the cor-

responding fitted values of Cv are presented in Table I. Intriguingly, Cv appears to remain unaf-

fected by the liquid viscosity, exhibiting a consistent value (Cv ≈ 25) for droplets of silicone oil on

prewetted glass fibers.

Our model is primarily designed to predict the dynamic behavior of small droplets during mi-

gration. When R0 ≫ 1 mm, achieving uniform droplet coverage over the fiber becomes chal-

lenging, and significant inertial effects may induce interface oscillations that the model does not
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FIG. 4. Comparison of velocities from experimental results (colored symbols), the dynamic model (col-

ored curves) and the scaling laws (black straight lines) for various droplet sizes. The black symbols rep-

resent the maximum values of velocity. The coordinates are scaled according to the laws from (a) Li and

Thoroddsen20, (b) Fournier et al.21, and (c) Van Hulle et al.22.

TABLE I. Properties of the different liquids used in the experiments with prewetted fibers. Room tempera-

ture was kept at 23◦C.

Liquid σ(mN/m) µ(mPa · s) ρ(kg/m3) Cv

10 cSt silicone oil 19.77 9.88 934 23±4

50 cSt silicone oil 20.04 48 960 19±5

100 cSt silicone oil 20.53 85 966 26±10

200 cSt silicone oil 20.64 180 980 21±1

1000 cSt silicone oil 21.00 970 980 22±4

account for. Additionally, the model is only applicable for small contact angles, where droplets

are assumed to “slide” along the fiber. It does not address the potential “rolling” behavior that may

occur at larger contact angles.
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B. Effects of conical shape

In this section, we examine the impact of the conical shape on droplet dynamics. Lorenceau

and Quéré19 observed that droplets always decelerated on the fiber with a constant cone angle.

However, in this study, most droplets accelerate initially and then decelerate after reaching the

maximum velocity on fibers with diverging shapes. To quantitatively assess the effects of fiber

shapes, the fiber radius r f (z) is modelled as a parabola r f = az2 +bz+ c, where a represents half

the growth rate of the cone angle, b represents the initial cone angle at z = 0, and c represents the

initial radius. The study presents three typical conical fibers: Cone 1 (a = 13.1×10−6 µm−1,b =

0.009,c= 22 µm); Cone 2 (a= 5.26×10−6 µm−1,b= 0.014,c= 23 µm); and Cone 3 (a= 5.27×

10−6 µm−1,b = 0.009,c = 19 µm). Figure 5(a) demonstrates that these parabolas accurately

match the fiber shapes.

Figure 5(b) illustrates the velocity evolution of droplets with sizes R0 ≈ 130 µm on the three

fibers. On Cone 1, characterized by the largest angle growth rate a, the droplet reaches its maxi-

mum velocity Vmax before rapidly decelerating. On Cone 3 with a smaller angle growth rate, the

droplet shows a shorter acceleration phase and more gradual deceleration. In contrast, no obvi-

ous acceleration process is observed on Cone 2 with a larger initial angle b. Theoretically, there

is always an acceleration phase (where speed increases from zero to its maximum) before any

deceleration occurs. However, determining the exact release moment is challenging due to the

droplet’s abrupt detachment, resulting in an initial velocity at z = 0. Under certain conditions, the

acceleration of the droplet can be so intense that the droplet quickly reaches its maximum speed.

Moreover, though there are minor variations in droplet sizes R0 due to experimental uncertainties,

the corresponding errors are considered negligible, as detailed in Appendix B.

For further investigation, several key points on the migration curve are defined, as shown in

the inset of Fig. 5(d): z0 for the initial position, zmax where maximum velocity Vmax occurs, and

zhalf where velocity decreases to Vmax/2. These points are illustrated in Fig. 5(c). A dimensionless

ratio zdec/ztotal = (zhalf − zmax)/(zhalf − z0) is introduced to quantify deceleration to the total dis-

tance. Figure 5(d) depicts the ratio zdec/ztotal with the growth rate a of cone angle, showing good

agreement between experimental results (symbols) and theoretical predictions (lines). For fur-

ther comparisons, we supplement the experimental data with results from various conical fibers.

Different colored symbols represent different initial cone angles: b = 0.003 (red circles), 0.006

(blue lower triangles), 0.009 (green right triangles) and 0.014 (magenta squares), with all fibers
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FIG. 5. (a) Three typical fiber shapes measured in the experiments (hollow symbols). The solid lines are

fitted curves of r f = az2+bz+c. (b) Velocity of droplets with similar volumes on different cones. Symbols

for experiments and solid lines for dynamic model. (c) Superpositions of cones with droplets at the positions

of the start z0, the highest velocity zmax and half of the highest velocity zhalf. Scale bar is 500 µm. (d) The

ratio zdec/ztotal as a function of the cone angle growth rate a. Lines are calculated by the dynamic model for

the initial cone angle b = 0.003, 0.006, 0.009, 0.014 and initial radius c = 20 µm. Symbols represent the

experiment data. The inset shows parameters of a typical migration curve, defining the deceleration length

zdec = zhalf − zmax and total length ztotal = zhalf − z0.

having an initial radius c = 20 µm. It is observed that acceleration becomes more pronounced as

a increases, primarily because a larger a corresponds to a faster growth of Fc in the early stage,

leading to a prolonged increase in velocity. Subsequently, droplets experience rapid flattening

on more diverging fibers, which intensifies viscous forces and results in more rapid deceleration.

Additionally, when a is small, zdec/ztotal ∼ 1, indicating minimal acceleration. This scenario is

consistent with studies on fibers with a constant cone angle19,25 (a = 0). Meanwhile, deceleration
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becomes more dominant with increasing b. An increase in b enhances the initial velocity near

the start, with less deformation compared to a larger a, causing droplets to attain maximum speed

closer to the cone tip.

C. Effects of gravity

Changes in fiber orientation are common in real droplet migration scenarios. For droplets

ranging from microns to submillimeters, gravitational effects are typically ignored due to the small

characteristic length R0 compared to the capillary length Lc =
√

σ/ρg. For instance, Lc ≈ 1.5mm

for silicone oil. However, Fc in this system mainly depends on the fiber structure as described

in Eq. (2-4), denoting a magnitude of ασΩ/R2
0. Therefore, the ratio between gravity and Fc is

approximatively R2
0/αL2

c . Since our experiments are conducted on fibers with small angles (α ∼

0.01), gravitational effects cannot be neglected at submillimeter scales.

In order to regulate the gravitational effects, we position the tip of the same conical fiber

horizontally, vertically upwards, and vertically downwards, examining how droplet sizes influ-

ence migration. Results of two groups of droplets with size R0 = 100 µm (lower hollow sym-

bols) and R0 = 220 µm (upper solid symbols) are presented in Fig. 6(a). The fiber parameters

a = 4.5×10−6 µm−1,b = 0.014,c = 26 µm, lead to continuous deceleration in horizontal orien-

tations. While migration evolutions for smaller droplets (R0 = 100 µm) show minimal variation,

significant differences are observed for larger droplets (R0 = 220 µm), especially near the cone

tip. Moreover, upward velocities exceed horizontal velocities, whereas downward velocities are

the lowest. This disparity arises from gravity accelerating droplets on upward fibers and deceler-

ating them on downward fibers. Further quantitative assessments are conducted as described in

Eq. (1), where the gravitational term depends on the orientation (+ for upward, - for downward).

The theoretical curves plotted in Fig. 6(a) closely match experimental data. Additionally, both

monotonic and non-monotonic variations of V are observed depending on the orientation. As il-

lustrated by the red solid line in Fig. 6(a), non-monotonic changes occur when the fiber is oriented

downward. In this configuration, gravity acts as a decelerating force, which suppresses initial ac-

celeration and prolongs the acceleration phase. Note that different gravitational orientations have

minimal impact on droplet morphology (see Appendix C for detailed discussions), further sup-

porting the predictive capability of our model for droplet migration on fibers oriented in various

directions.
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FIG. 6. (a) Velocity of 10 cSt silicone oil droplets along conical fibers positioned upwards, horizontally

and downwards. Solid symbols and solid lines represent data of droplet radius R0 = 220 µm, while hollow

symbols and dashed lines for droplet radius R0 = 100 µm. (b) The ratio ρgΩ/Fc of gravitational force

acting on droplets to capillary forces varies along z for various droplet radii R0.

Since gravity can either augment or impede the driving force, we calculate the ratio ρgΩ/Fc

during migration, as illustrated in Fig. 6(b), across different droplet sizes R0 and positions z. The

ratio increases with larger droplet sizes, reflecting the escalating influence of gravity in either pro-

moting or resisting motion. Furthermore, the ratio decreases from the fiber tip towards the base

for R0 ≥ 100 µm. For R0 = 220 µm, the maximum ratio reaches 0.5 near the fiber tip. This in-

dicates significant disparities between upward and downward velocities, with gravity contributing

to a difference of approximately 100% of the horizontal velocity.

D. Droplet migration on a dry fiber

In addition to the migration of droplets on prewetted surfaces covered by liquid films, the be-

havior of droplets in direct contact with dry fibers is also investigated. Figure 7 compares snapshots

of the droplet migration on prewetted and dry fibers with the same geometries. Droplets on dry

fibers are found to move significantly slower than those on wet fibers. Images in the blue box high-

light differences in droplet and contact line between the two conditions, where the image of the

dry fiber (without droplets) is excluded to emphasize the remaining liquid parts. On the prewetted

fiber, a continuous liquid film is visible at both advancing and receding contact lines, while on the
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FIG. 7. Images of 10 cSt silicone oil droplets on a horizontal conical fiber with prewetted or dry surface.

The images in the blue boxes are treated by removing the image of the dry fiber without a droplet, high-

lighting the geometry differences in the droplet and contact line. The liquid film is continuous along the

prewetted fiber, while only exists at the receding contact line on the dry fiber.

dry fiber the liquid film is present only at the receding contact line, a consequence of the droplet

leaving liquid behind as it moves. Since the fiber surface is hydrophilic, the macroscopic contact

angle of the droplet on the fiber is relatively small. As a result, there is no significant difference in

the droplet morphology between prewetted and dry fibers.

Subsequently, we explore whether the phenomenon observed on dry fibers significantly affects

droplet volumes and migration. Since the film is too thin to measure directly, we track the droplet

volume Ω as a function of the position z instead, with the ratio of residual volumes Ω/Ω0 shown in

Fig. 8(a). A significant volume loss is observed, especially for smaller droplets, with a maximum

loss ratio of up to 25% over the entire migration. In contrast, the droplet volume on a prewetted

fiber remains nearly constant. This effect could be explained by the Landau-Levich-Derjaguin

theory, which examines the coating of a solid slowly pulled out of a liquid bath33. For fibers, the

thickness δ of the coating film is given by

δ =Cwr fCa2/3, (10)

where Ca = µV/σ is the capillary number, and Cw is a wetting factor depending on the liquid

structure7. The temporal rate of the droplet volume loss can be expressed as

dΩ

dt
= 2πr f δV =Cw2πr2

f µ
2/3

σ
−2/3V 5/3. (11)

The experimental volume loss is fitted according to Eq. (11), yielding Cw ≈ 5 as shown in the inset

of Fig. 8(a). Incorporating Eq. (11) into the dynamic model, as illustrated in Fig. 8(b), provides a
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FIG. 8. (a) The dimensionless volume Ω/Ω0 as a function of migration distance z/ztotal for droplets

moving on a dry fiber. Theoretical lines are calculated according to Eq. (11) with Cw = 5. The inset shows

the experimental temporal rate of volume loss dΩ/dt on a dry fiber, where the slope of the fitted dashed

line is equal to the wetting factor Cw. (b) Velocity of a droplet migrating on a dry conical fiber, including

experimental and theoretical results whether considering the droplet volume loss or not. R0 = 83 µm.

more accurate alignment with experimental data compared to predictions that ignore volume loss.

This underscores the necessity of considering volume loss in modeling droplet migration on dry

fibers.

Interestingly, an increase in the friction coefficient Cv is observed when applying the dynamic

model to describe droplet migration on dry fibers. This is reasonable as the precursor film ef-

fectively reduces the friction between the solid and liquid. Figure 9 presents the fitted Cv as a

function of droplet size R0 from various experimental cases on dry (red symbols) and wet (blue

symbols) fibers, with distinct regions for each condition. The data of droplets on dry fibers ex-

hibit a wider range, primarily due to variations in microstructures among dry fibers, which can

disrupt droplet migration, while a prewet film tends to reduce this variability. Notably, Cv sta-

bilizes after one or two droplets have migrated along an initially dry fiber, suggesting the fiber

reaches a prewetted state covered by a stable liquid film. We find Cdry
v ≈ 75 on dry fibers and

Cwet
v ≈ 25 on prewetted fibers for silicone oil. As determined in Sec. III B, a minimal cutoff length

ldry
min ∼ O(10−8 m) is deduced for dry fibers, which approximates the molecular size of silicone oil,

while lwet
min ∼ O(10−5 m) for wet fibers, which is of the same order as the film thickness.
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FIG. 9. Friction coefficient Cv fitted from different experimental cases as a function of droplet radius R0.

Red symbols for dry fibers and blue symbols for wet fibers.

V. CONCLUSIONS

In this article, we present an experimental investigation into the migration of barrel-shaped

silicone oil droplets on glass conical fibers, with a particular focus on the effects of fiber geometry

and surface conditions. A dynamic model is proposed to describe the migration, incorporating

a dimensionless coefficient Cv to quantify the solid-liquid friction. Our findings indicate that

the diverging geometry of conical fibers induces distinct acceleration and deceleration patterns

in velocity profiles, while small cone angles enhance velocity differences when droplets move

along or against gravity. Moreover, during migration on dry fibers, droplets form a thin film at

the receding contact line, resulting in significant volume loss and reduced velocity, unlike the

behavior observed on prewetted fibers. The dynamic model for dry migration is refined to include

theoretical volume loss and an increased friction coefficient, better capturing these phenomena and

physics.

In summary, this work provides a thorough and efficient framework for understanding how

droplet motion is influenced by the properties of fibers and droplets. The findings can inform the

design of fiber geometries to achieve specific objectives, such as directing droplets toward or away

from a target and controlling droplet volume within a specific time, with potential applications
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in developing fiber arrays and networks. Additionally, the model demonstrates the potential to

accurately predict the hanging position or climbing height of large-scale droplets on fibers. This

capability could offer significant theoretical insights for liquid manipulation and additive manu-

facturing, especially in space environments.
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Appendix A: Effects of droplet size

Figure 10 (a) illustrates the impact of droplet sizes on velocity. Larger droplets experience more

rapid acceleration and deceleration over longer distances, resulting in a higher maximum velocity.

The inset of Fig. 10 (b) indicates that the driving force Fc increases with droplet size R0, attributed

to the significant growth in droplet volume Ω. However, the variations in the total force Ftotal,

depicted in Fig. 10 (b), present a more complex behavior.

Appendix B: Estimation of errors due to experimental uncertainties in droplet size

In our experiments, droplet size is controlled by stopping infusion and allowing spontaneous

pinch-off, influenced by the top opening geometry, liquid pump configuration and other perturba-

tions. This method enabled size regulation within ±2 µm. To access the impact of size fluctua-

tions, we analyze the migration on Cone 3 in Fig. 5(b). Figure 11 illustrates that small variations in

droplet size, within ±5 µm (as indicated by the shaded area), can be negligible when considering

the influence of cone shape on droplet dynamics, especially compared to the experimental curve.
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FIG. 10. (a) Comparison of velocities between experimental results (symbols) and the dynamic model

(curves); (b) Theoretical predictions of Fc and total acceleration Ftotal/ρΩ of droplets with different size R0.

V

FIG. 11. The theoretically-predicted velocity of droplets with different sizes R0 within a ±5 µm error on

Cone 3.

Appendix C: Effects of gravity on the droplet shape

As the droplet size increases, its center of mass on a horizontal fiber shifts downward, causing

it to deviate from the fiber axis under the influence of gravitational forces. This deviation leads to a

loss of rotational symmetry around the fiber axis in the droplet’s shape. The degree of deformation

is influenced by the Bond number Bo = ρgr2
f /σ and the dimensionless volume Ω∗ = Ω/r3

f , with
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FIG. 12. Shape comparison of droplets at the same position on a fiber placed horizontally, vertically

upwards and downwards. R0 ≈ 220 µm. Scale bar: 500 µm.

larger values of Bo and Ω∗ resulting in more significant deviations34. We compare the symmetry

of droplets on fibers with different orientations in Fig. 12. In our experiments, droplets with R0 ≈

220 µm exhibit deviations of less than 10% between the upper and lower surfaces, while droplet

shapes on upward- and downward-pointing fibers show negligible differences, indicating minimal

gravitational effects on droplet curvatures and driving forces in our model.
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